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Canopy Assembly

3x Leather Strap 
Assembly

3x Glass 3x Lens

Fixture

2x Machine Screws

8x Wood Screws

Inspect Contents
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6x Leather Strap Screw
&

6x Check Ring

2x Hang Straight
&

2x Ball Stop

2x Adapter

2x Wago Clip

2x Lock Ring

2x Retaining Ring

3x Slider
&

3x Slider Screw

3x
Leather Strap

Junction Box 
(Not Included)

Phillips Screwdriver 
(Not Included)

Flathead Screwdriver 
(Not Included)

5/32 Hex Key

Canopy

Backplate

Terminology



3

Nitrile Gloves 2 Person Install

Preparation

Minimum two person install recommended.                 
Gloves Required.



Unscrew and remove the lock 
ring and the retaining ring from 
the adapters on the backplate. 
Then, remove the canopy.
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Mount the backplate onto the 
junction box using the provided 
machine screws. Then, mount the 
backplate onto the ceiling using 
the provided wood screws for 
additional support.
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Travel the wires from the fixture 
through the lock ring and ball stop. 
Screw the ball stop onto the hang 
rod. Then, continue to travel the wires 
through the retaining ring and then 
the canopy. Repeat this step with the 
wires on the other side of the fixture.
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Carry the fixture up and align the 
ball stops on the hang rods with 
the adapters. With the fixture held 
in place, travel the wires through 
the adapters. Then, screw the lock 
rings onto the adapters to secure 
the fixture into place. 		
NOTE: Two person install.
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Connect the ground wire from 
the fixture with the ground wire 
from the junction box using a wire 
nut. Then, connect the wires from 
the fixture to the wires from the 
junction box using wago clips.
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Carry the canopy back up and over 
the adapters and hold in place. Then, 
carry the retaining rings back up and 
screw onto the adapters to secure 
the canopy into place.
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Using a 5/32 hex key, unscrew and 
remove the slider screws from 
the sliders on the fixture body. 
Then, place the three leather strap 
assemblies over the sliders and 
screw the slider screws back onto 
the sliders to secure the leather 
strap assemblies into place.
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Unscrew and remove the leather 
strap screws and check rings 
from the leather straps.
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Fasten the glass and the leather 
straps together using the leather 
strap screws and check rings. 
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Place the lenses on top of 
the glass. Adjust alignment 
to be centered.


