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Replacement LED Module 1-1/2” Philips Screw 5/64” Hex Driver

Contents Included



1
Using the hex driver  1   

unscrew the set screws  2  

from the fixture body  3
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2
Remove the fixture shade  1 

from the fixture body  2 1

2



3
Remove the pan head screws  1

from the fixture body  2

Remove the fixture body  2

from the junction box  3
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4
Remove the wire nuts  1  and disconnect 

the wires to separate the fixture body  2  

from the junction box  3
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5
Remove the 1-1/2” philips screw  1

from the LED module  2

Remove the LED module  2

from the fixture body  3
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6
Remove the 3/4” philips screw  1  

from the replacement LED module  2

1
2



7
Travel the wires from the LED module  1  

through the two holes of the fixture body  2

NOTE: Pull the wires through carefully to 

ensure the wires travel evenly and

do not get tangled.
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8
Screw the 1-1/2” philips screw  1  

through the fixture body  2  and back 

into the LED module  3  to secure the 

LED module  3  into place.
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9
Connect the wires from the 

replacement LED module  1

to the wires from the junction box  2  

using wire nuts  3
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10
Mount the fixture body  1  to 

the junction box  2  using the 

Pan head screws  3

NOTE: If mounting outdoor, 

silicone seal the fixture body to 

the mounting surface prior to 

mounting to the junction box.
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11
Insert the fixture shade  1  

into the fixture body  2
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12
Using the hex driver  1  screw 

the set screws  2  into the 

fixture body  3  to secure the 

fixture shade  4  into place.

3

2

4

1


