
Alabaster Totem 3
INSTALLATION GUIDE
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Fixture Hang Rod

Lock Ring 
Set Screw

Canopy 
Set Screw

Fixture Canopy

Inspect Contents

2x Machine Screw
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Junction Box 
(Not Included)

Terminology

CanopyFixture Socket Lock Ring

LED DriverBall JointBackplate



Travel the wires from the 
fixture through the hang rod.
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Screw the hang rod 
onto the fixture Socket.
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Carry the lock ring down the hang rod. 
Then, travel the wires from the fixture 
through the ball joint and screw the 
ball joint onto the hang rod. 
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Travel the wires through the canopy and 
place the canopy over the ball joint. Then, 
screw the lock ring onto the canopy. 
NOTE: Do not overtighten the lock ring. 
Let it rest slightly loose to be able to 
screw the canopy onto the backplate 
without rotating the fixture.



Connect the black and white 
wires from the LED Driver on the 
backplate to the wires from the 
junction box using wire nuts.
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Mount the backplate onto the junction 
box using the provided machine screws.
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Connect the wires from the 
fixture to the wires from the 
LED driver using wires nuts.
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Insert the wires through the backplate 
center hole and then screw the fixture 
canopy onto the backplate.
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Screw the canopy set screw and lock 
ring set screw into the canopy and lock 
ring to secure the fixture into place. 


