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Lighting Fixture Base Lighting Fixture Body Glass

Light BulbShade Screw

Shade

2x Phillips Screw

• This fixture is designed to be installed by a professional outdoor lighting installation specialist.
• The transformer and direct burial cables are not included and should be provided by the installer.
• This fixture is compatible with all 12V outdoor landscape lighting transformers and uses replaceable G8 12V lamps.
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1
Dig a hole  1  approximately 18” 

deep and position the lighting 

fixture base  2  into place.

Travel the direct burial cables  3  

from the transformer through the 

lighting fixture base  2  

NOTE: Allow a few extra inches 

of slack with the direct burial 

cables for potential lighting 

fixture repositioning.
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Connect the direct burial cables  1   

from the transformer with the wires 

from the lighting fixture body  2  

using waterproof wire nuts  3  
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Mount the lighting fixture body  1  

onto the lighting fixture base  2  

using the provided phillips screws  3  



4
Pour the dirt  1  

back into the hole  2  

Compress the dirt  1  to level 

the ground and to secure the 

lighting fixture  3  into place. 1
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1Insert the light bulb  1  

into the fixture socket  2  
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Screw the glass  1  

onto the socket cover  2

CAUTION: Align threads properly 

for a smooth rotation before 

twisting to avoid jamming.

Do not overtighten the glass. 2

1



6

2

3

4

1

Align the shade  1  with the glass  2  and 

screw the shade screw  3  into the glass 

top  4  to secure the shade  1  into place.


