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1
Using the provided 1/16 hex driver  1  

loosen the set screw  2  

in the canopy  3  

Remove the backplate  4  
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2
Mount the backplate  1  onto the 

junction box  2  using the 

provided phillips screws  3  

and onto the ceiling using the

provided wood screws  4

NOTE: Make sure the two tabs 

on the backplate are rotated to a 

minimum of 13° from the intended 

mounting alignment. This will 

ensure the set screw has enough 

space to fully secure the canopy 

and backplate into place.

CAUTION: Do not overtighten 

the phillips screws and the 

wood screws. Overtightening 

will prevent the two tabs on the 

backplate from engaging with the 

channel inside the canopy.
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3
Travel the wires from the 

lighting fixture  1  

through the link  2  

Place the link  2  

over the loop  3  

and hold in place.

Insert the pin  4  

through the link  2  holes.

Screw the pin screw  5   

into the pin  4   

to secure the link  2  into place. 

NOTE: Repeat this step for the 

link on the other side.
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4
Travel the wires 

through the hang tube  1   

Screw the hang tube  1  

onto the link  2  

Continue to travel the wires 

through another link  2  

Screw the link  2  

onto the hang tube  1  

NOTE: Repeat this step

for the other side.
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5
Align the the links  1  

over the arc loop  2  

on the canopy  3   

and hold in place.

Insert the pins  4  

through the link  1  holes.

Screw the pin screws  5   

into the pins  4   

to secure the links  1  into place.

NOTE: Keep the canopy held 

upright to prevent scratches

to the finish.
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6
Continue to travel the wires 

through the hole on the 

arc loop  1  and canopy  2  

NOTE: Keep the canopy held

upright to prevent scratches

to the finish.
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7
Connect the wires from the 

junction box  1  with the wires 

from the lighting fixture  2  

using wire nuts  3  

NOTE: 2 person install

3

2

1



8

2

1

Align the tabs on the backplate  1  

with the tab openings on the canopy  2

Place the canopy  2  over the

backplate  1   and rotate the canopy  2  

along with the lighting fixture  3   

to the desired position.

NOTE: 2 person install
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9
Using the provided 1/16 hex driver  1  

tighten the set screw  2  

in the canopy  3  
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10
Remove the lock rings  1  

adapters  2  and then the 

washers  3  from the socket covers  4  
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11
Place the domes  1  and then the 

washers  2  over the socket covers  3  

and hold in place.

Screw the adapters  4  and then the 

lock rings  5  onto the socket covers  3   

to secure the domes  1  into place.

NOTE: Ensure that the adapters are 

mounted onto the socket covers 

in the correct orientation with the 

counterbore facing upward on the 

adapter and downward on the washer.
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12
Screw the light bulbs  1  

into the fixture sockets  2
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13
Screw the glass  1  

onto the adapters  2
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