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1
Remove the four phillips screws  1  

on the wood base  2  

Remove the base plate  3  
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2
Rest the lower arm  1   

on a moving blanket  2  

Travel the wires from the lower arm  1   

through the wood base  3  

Insert the wood dowel on the lower arm  1   

into the wood base  3  
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3
Mount the wood base  1   

onto the lower arm  2  

using the two base screws  3   
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4
Travel the wires from the lower arm  1   

behind the bracket  2   

Connect the wires from the lower arm  1   

with the plug wires 

inside the wood base  3   

using the wago clips  4   

NOTE: Make sure the wires from the 

lower arm travel behind the bracket 

prior to connecting the wires. This will 

ensure the base plate mounts flush to 

the wood base in the next step.
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5
Place the base plate  1  

back over the wood base  2   

Screw the four phillips screws  3  

back onto the wood base  2   

to secure the base plate  1  

into place.
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Using the 1/8 hex driver  1  

loosen the set screw  2   

inside the lower arm  3  
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7a
Travel the wires from the lower arm  1   

through the upper arm’s  2  

wiring channel.

Insert the tension rod  3  

into the lower arm  1  

Hold in place.

(Continue on next page).
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7b
Using the 1/8 hex driver  1   

tighten the set screw  2  

inside the lower arm  3   

to secure the upper arm  4   

into place.
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8
Screw the thumb screw  1   

into the lower arm  2   

Connect the wires

using the wago clips  3   
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9
Screw the brass cover plate  1  

onto the upper arm  2    

using the provided wood screw  3  

to cover the wiring channel.

3
1

2



2

10

1

Remove the knurled ring  1  

from the fixture socket  2
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Place the shade  1  

over the fixture socket  2

and hold in place.

Screw the knurled ring  3

onto the fixture socket  2

to secure the shade  1  

into place.



12
Screw the light bulb  1  

into the fixture socket  2  
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1

Insert the plug  1  

into the outlet  2  


