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Lighting Fixture

2x Phillips Screw

Light Bulb

Facia Plate Shade

Glass

Contents Included



1
3

2

1

Connect the wires 

from the lighting fixture  1  

with the wires from the 

junction box  2  using wire nuts  3   



2
Mount the backplate  1  

onto the junction box  2  

using the provided phillips screws  3  

1

3

2



2

1

3
Insert the light bulb  1  

into the fixture socket  2   

*Align pins with pin holes, 

then push in.

*



4
Place the facia plate  1  

over the lighting fixture  2  

and hold in place.

Screw the glass  3  

onto the lighting fixture  2  

*Align threads properly for a smooth 

rotation before twisting to avoid 

jamming. Do not overtighten the glass.

1
3
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5
Align the tab openings on the shade  1  

with the tabs on the lighting fixture  2

   

Place the shade  1  

over the lighting fixture  2  

and rotate the shade  1  

clockwise until it clicks into place. 

1

2



6

1

3

2

4

In the event the shade  1  

is assembled to the lighting fixture  2  

prior to mounting,

mount the provided phillips screws  3  

into the lighting fixture  2   

Use a screwdriver  4  

as leverage against the phillips screws  3   

to hold the lighting fixture  2  in place.

Rotate the shade  1   

to disengage the shade  1  

from the lighting fixture  2   

Remove the phillips screws  3  

from the lighting fixture  2  
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Lighting Fixture

2x Phillips Screw

Light Bulb

Facia Plate Shade

Glass

Contents Included



1

3

1

2

Remove the two phillips screws  1  

from the lighting fixture  2  

Remove the backplate  3  



2

3

2
1

Connect the ground wire 

from the backplate  1  

with the ground wire 

from the junction box  2  

using a wire nut  3   

Travel the wires 

from the junction box  2   

through the backplate  1  



3
Mount the backplate  1  

onto the junction box  2  

using the provided phillips screws  3  1

3

2



4

3

2

1

Connect the wires 

from the lighting fixture  1  

with the wires from the 

junction box  2  using wire nuts  3   



5
Mount the lighting fixture  1  

onto the backplate  2  

using the phillips screws  3  

initially removed in step 1.

1
2

3



2

1

6
Insert the light bulb  1  

into the fixture socket  2   

*Align pins with pin holes, 

then push in.

*



7
Place the facia plate  1  

over the lighting fixture  2  

and hold in place.

Screw the glass  3  

onto the lighting fixture  2  

*Align threads properly for a smooth 

rotation before twisting to avoid 

jamming. Do not overtighten the glass.

1
3

2



8
Align the tab openings on the shade  1  

with the tabs on the lighting fixture  2

   

Place the shade  1  

over the lighting fixture  2  

and rotate the shade  1  

clockwise until it clicks into place. 

1

2



9

1

3

2

4

In the event the shade  1  

is assembled to the lighting fixture  2  

prior to mounting,

mount the provided phillips screws  3  

into the lighting fixture  2   

Use a screwdriver  4  

as leverage against the phillips screws  3   

to hold the lighting fixture  2  in place.

Rotate the shade  1   

to disengage the shade  1  

from the lighting fixture  2   

Remove the phillips screws  3  

from the lighting fixture  2  
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Replacement Light Bulb

Contents Included



1

1

Rotate the shade  1  

counterclockwise 

until it unclicks.

Continue to gently 

rotate until the shade  1  

hits a stop.

Remove the shade  1  



2
Remove the glass  1  

and the facia plate  2  

1
2



3
Remove the light bulb  1  

1



2

1

4
Insert the replacement light bulb  1  

into the fixture socket  2   

*Align pins with pin holes, 

then push in.

*



5
Place the facia plate  1  

over the lighting fixture  2  

and hold in place.

Screw the glass  3  

onto the lighting fixture  2  

*Align threads properly for a smooth 

rotation before twisting to avoid 

jamming. Do not overtighten the glass.

1
3

2



6
Align the tab openings on the shade  1  

with the tabs on the lighting fixture  2

   

Place the shade  1  

over the lighting fixture  2  

and rotate the shade  1  

clockwise until it clicks into place. 

1

2


