
Wood Cylinder 3
INSTALLATION GUIDE
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3x Fixture

Inspect Contents

3x Light Bulb

3x Glass

2x Machine Screw 3x Lock Ring 3x Ball Joint

Plate

Canopy

4x Fixture Screw

4x Wood Screw
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3x Fixture Socket Junction Box 
(Not Included)

3x Strain Relief3x Adapter

Terminology

3x Suspension Cord



Mount the canopy to the 
junction box using the 
provided machine screws.
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Screw the four wood screws into the 
four inner corner holes on the canopy 
to secure the canopy to the ceiling.
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Loosen the screw on the strain relief and travel 
the lock ring and ball joint down the suspension 
cord. Adjust the ball joint to the desired length 
and retighten the strain relief to secure the ball 
joint to the suspension cord. Repeat this step 
with the other two fixtures.
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Carry the ball joint up to the adapter 
and hold in place. Then, screw the 
lock ring onto the adapter to secure 
the fixture into place.



Connect the wires from the 
fixture to the wires from the 
junction box using wire nuts.
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Mount the plate onto the canopy using 
the four provided fixture screws.
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Insert the light bulbs into 
the fixture sockets.
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Screw the glass onto 
the fixture sockets.                
CAUTION: Align threads 
properly for a smooth 
rotation before twisting 
to avoid jamming. Do not 
overtighten the glass.


