
Cathedral Sconce
SINGLE GANG

INSTALLATION GUIDE
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Fixture

Inspect Contents

2x Wood Screw

2x Machine ScrewFixture Shade
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5/64 Hex KeyBackplate Junction Box 
(Not Included)

Philips Screwdriver 
(Not Included)

LED

Terminology
4x Set Screw

2x Fixture Set Screw



Using a 5/64” hex key, loosen 
the four set screws about 1/2 
turn from the backplate. Then, 
remove the LED bulb.
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Connect the ground wire from the 
backplate to the ground wire from 
the junction box using a wire nut.
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Pull the wires from the junction 
box through the center hole of 
the backplate. Then, mount the 
backplate onto the single gang 
junction box using the provided 
machine screws.
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Mount the wood screws into 
the backplate to secure the 
backplate to the wall.
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Connect the wires from the 
LED to the wires from the 
junction box using wire nuts.
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Insert the LED back into the 
backplate. Then, using the 
5/64” hex key, tighten the four 
set screws about 1/2 turn to 
secure the LED to the backplate. 
CAUTION: Gentle contact from 
set screws to the LED bulb is 
enough to hold it in place. Do not 
overtighten the set screws.
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Insert the fixture shade into the 
backplate and hold in place. Then, 
tighten the two set screws on the 
top and bottom of the backplate to 
secure the fixture shade into place.
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