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Lighting Fixture

2x Phillips Screw

1/16 Hex Driver 3/32 Hex Key Shade

Light Bulb Glass

Contents Included
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Using the hex driver  1  loosen the 

set screw  2  on the canopy  3

Remove the backplate  4
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Mount the backplate  1  

onto the junction box  2  

using the provided phillips screws  3

NOTE: Make sure the two tabs 

on the backplate are rotated to a 

minimum of 20° from the intended 

mounting alignment. This will ensure 

the set screw has enough space 

to fully secure the canopy and 

backplate into place.

CAUTION: Do not overtighten the 

phillips screws. Overtightening 

will prevent the two tabs on the 

backplate from engaging with the 

channel inside the canopy.
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Remove the lock ring  1  from the 

adapter and remove the canopy  2  
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Connect the ground wires using a wire nut  1  

Travel the wires from the junction box  2  

through the adapter  3   on the canopy  4  

Screw the canopy  4  onto the backplate  5  
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Using the hex driver  1  

tighten the set screw  2  

on the canopy  3
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Using the hex key  1  loosen the set 

screw on the strain relief  2  and adjust 

the ball joint  3  to the desired position. 

Tighten the set screw

on the strain relief  2  to secure the 

ball joint  3  into place.

CAUTION: DO NOT OVERTIGHTEN 

THE SET SCREW. Tighten flush with the 

strain relief, ensuring the brass mesh 

does not move when hand-tugged. 

FULLY EXTEND BRASS MESH BEFORE 

TIGHTENING. Tighten the set screw on 

the strain relief ONLY when the brass 

mesh is fully taught.
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Connect the wires from the lighting 

fixture  1  with the wires from the 

junction box  2  using wire nuts  3  
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Carry the ball joint  1  up to the adapter  2  

and hold in place.

Screw the lock ring  3  onto the adapter  2  
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Remove the adapter ring  1  

from the socket cover  2  
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Place the shade  1  over the socket cover  2  

and hold in place.

Screw the adapter ring  3  onto the socket 

cover  2  to secure the shade  1  into place.

CAUTION: Align threads properly for a smooth 

rotation before twisting to avoid jamming. 

Do not overtighten the adapter ring. 
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Insert the light bulb  1  

into the fixture socket  2
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Screw the glass  1  

onto the socket cover  2 

CAUTION: Align threads properly 

for a smooth rotation before 

twisting to avoid jamming.

Do not overtighten the glass. 


