
Grand Aperture 4
INSTALLATION GUIDE
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Fixture

Inspect Contents

4x Light Bulb

4x Glass

8x Glass Adapter 
Cover Screw

4x Glass Adapter 
Cover

4x Perforated Shade

4x Glass DomeHang Rod

Fixture Canopy

2x Machine Screw
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4x Fixture Socket Crossbar

Arc LoopFixture Body

Canopy Lock 
Ring

Junction Box

Canopy

Canopy Loop

4x Adapter

4x Lock Ring

4x Glass Adapter

Terminology



Unscrew the lock rings and 
adapters from the fixture body.
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Screw the hang rod 
onto the fixture body.
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Screw the fixture canopy 
arc loop onto the hang rod.
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Unscrew and remove the canopy 
lock ring and then remove the 
canopy from the canopy loop.

6



Mount the fixture crossbar 
onto the junction box using the 
provided machine screws.
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Connect the wires from the 
fixture to the wires from the 
junction box using wire nuts.
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Carry the canopy back up and over 
the canopy loop and hold in place. 
Then, screw the canopy lock ring 
back onto the canopy loop.
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Place each perforated shade over the 
fixture sockets and hold in place. Then, 
screw the adapters and then the lock 
rings onto the fixture sockets to secure 
the perforated shades to the fixture.
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Screw the light bulbs 
into the fixture sockets.
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Screw the glass 
onto the adapters.                
CAUTION: Align threads 
properly for a smooth 
rotation before twisting 
to avoid jamming. Do not 
overtighten the glass.



Place the four glass domes and then 
the four glass adapter covers over the 
four glass adapters and hold in place. 
Then, screw two of the eight provided 
adapter screws into each glass adapter 
to secure the glass domes and glass 
adapter covers into place.
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