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Rod
C2
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R2

Canopy Assembly

5x Light Bulb

5x Glass

Inspect Contents

2x Machine Screw

4x Wall Dog Screw

16x Set Screw

2x Ceiling Mount Cover

2x Ceiling Mount
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Junction Box 
(Not Included)

Phillips Screwdriver 
(Not Included)

4x Connector

Terminology
5x Adapter 1/16 Hex Screwdriver

Canopy

Universal Backplate

4x JST Connector

5x Socket Cover
&

5x Fixture Socket

Hang Straight
&

Knurled Ring
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3 Person Install Nitrile Gloves

Preparation

Mark the locations for the two ceiling mounts 
according to the specified dimensions. 
Minimum three person install recommended. 
Gloves required.



Travel the wires from fixture 
C1 through hang rod C2. 
NOTE: Skip steps four and five 
if the hang rod ship already 
assembled to the fixture.
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Screw hang rod C2 
onto fixture C1.
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Travel the wires through the hang 
straight on the canopy assembly. 
Then, screw the hang straight 
onto the hang rod C2.
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Unscrew the knurled ring from the 
hang straight and then carry the 
knurled ring and canopy down.



8

Mount the universal backplate 
onto the junction box using the 
provided machine screws.
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Connect the ground wire from the 
universal backplate with the ground 
wire from the junction box using a 
wire nut. Then, connect the wires 
from the fixture to the wires from 
the junction box using wire nuts.



Carry the canopy and knurled ring 
back up and screw the knurled 
ring back onto the hang straight 
to secure the canopy into place.
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Mount the two ceiling mounts 
onto the ceiling using the 
provided wall dog screws.                               
NOTE: Make sure the ceiling 
mounts are properly aligned to 
ensure a smooth connection once 
assembling the fixture together.
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Insert hang rods L2 and R2 over the 
ceiling mounts and hold in place. Then, 
using a hex screwdriver screw two 
set screws into each of the hang rods 
to secure the hang rods into place. 
NOTE: Makes sure the set screws are 
screwed into the hang rods parallel to 
the overall length of the fixture.
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Carry the two ceiling mount covers up 
the hang rods and then over the ceiling 
mounts and hold in place. Then, using a 
hex screwdriver screw two set screws 
into each ceiling mount cover to secure 
the ceiling mount covers into place.          
NOTE: Makes sure the set screws are 
screwed into the ceiling mount covers 
parallel to the overall length of the fixture.
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Insert the connector from fixture L1 
into hang rod L2 and then using a hex 
screwdriver, partially screw in two set 
screws into hang rod L2. Connect the 
JST connectors together and insert 
fixture C1 into fixture L1. Then, partially 
screw in two more set screws into 
the other end of fixture L1 to secure 
fixture L1 with fixture C1.        		
NOTE: Do not tightened the set screws 
all the way. Leave a slight gap between 
hang rod L2 and fixtures L1 and C1. 
The set screws must be left partially 
screwed in to ensure the entire fixture 
has smooth connections once at the 
final steps of installation.
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Insert the connector from fixture R1 
into hang rod R2 and then using a hex 
screwdriver, partially screw in two set 
screws into hang rod R2. Connect the 
JST connectors together and insert 
fixture C1 into fixture R1. Then, partially 
screw in two more set screws into the 
other end of fixture R1 to secure fixture 
R1 with fixture C1. 				  
NOTE: Do not tightened the set screws 
all the way. Leave a slight gap between 
hang rod R2 and fixtures R1 and C1. 
The set screws must be left partially 
screwed in to ensure the entire fixture 
has smooth connections once at the 
final steps of installation.



Using a hex screwdriver, fully 
tighten the eight set screws from 
fixtures L1, C1, and R1 into hang 
rods L2 and R2 to secure the 
entire fixture into place.
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Screw the light bulbs 
into the fixture sockets.
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Screw the glass 
onto the adapters.                
CAUTION: Align threads 
properly for a smooth 
rotation before twisting 
to avoid jamming. Do not 
overtighten the glass.


