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Lighting Fixture

2x Phillips Screw4x Light BulbCanopy

4x Shade

Hang Tube

Contents Included
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Travel the wires from the lighting fixture  1  

through the hang tube  2  

Screw the hang tube  2  

onto the lighting fixture  1  
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Travel the wires through the hang straight  1  

Screw the hang straight  1   

onto the hang tube  2  
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Remove the knurled ring  1  

from the hang straight  2  

Carry the knurled ring  1   

and canopy  3   down the hang tube  4  

2
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Mount the backplate  1  

onto the junction box  2  

using the provided phillips screws  3   
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Connect the wires from the lighting 

fixture  1  with the wires from the 

junction box  2  using wire nuts  3   
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Carry the canopy  1  

and knurled ring  2   

back up the hang tube  3  

Screw the knurled ring  2   

onto the hang straight  4  

to secure the canopy  1   into place.
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Screw the light bulbs  1  

into the fixture sockets  2  

Remove the finials  3  

from the glass holders  4  
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Place the shade  1  

over the glass holder  2  

and hold the shade  1  in place.

Screw the finial  3  

onto the glass holder  2   

to secure the shade  1  into place.

CAUTION: Align threads properly 

for a smooth rotation before 

twisting to avoid jamming. 

Do not overtighten the finial. 
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